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Standard Ploughs ze 
“aW" Wilkinson Ploughs _ Mikinso 


E believe ourselves to be the only Plough 
Manufacturers in Canada who positively 
guarantee, that every Plough, whether single or 
double, riding or walking, which is built in our 


7} works has the best United States Crucible Soft \ 

(*) Centre Steel in the Mouldboard. () 
The faithful execution of this guarantee costs 

the firm a large sum annually, through competition \ 


with firms offering Ploughs fitted with the com- 
monest Open Hearth Steel. 


THE WILKINSON PLOUGH EASILY OUTLIVES ITS GENERATION 


che WilKinson Piough Co., Limited, Canapa.” 


» CANADA. 
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The WILKINSON 

Line of Implements 

is a Standard Line 
which all Manufacturers 
endeavor to equal. 

An Original Line 

which ali Manufacturers 


taKe care to copy. 


Warning 
oe 


WING to the wide reputation of our Ploughs and Repairs 
(built up solely through the uniform standard of both 
material and workmanship), other makes of Ploughs, necessarily 
inferior, are continually being represented by unscrupulous agents 


as the WILKINSON. 


To avoid disappointment be sure that the Plough which you 
purchase has:—A large red W on the Mouldboard, “ THE 
WILKINSON PLOUGH CO., LIMITED, TORONTO,” on the 
inside of Handles, cast on all Points, Heads, Soles, and stamped 
in the back of the Mouldboard. 


INTRODUCTION 
TORONTO, Aug. Ist. 


Gentlemen: 

Few remarks are probably necessary in once more introducing to your notice the oldest line of Steel Beam Ploughs 
in the Dominion, and, furthermore, a line of implements which stand well in the foremost place for originality, workmanship, 
material and finish. 

With us there is a past, a present and a future. Our past is well known to our thousands of friends all over the country. 

How we, in the early fifties, on very small beginnings, started the Steel Beam Plough with painstaking, ever watchful care, 
introducing a new Plough, suitable to certain localities, and, as our sphere widened, following this leader with another Plough 
suitable to other soils, and so on, until after forty years we completed our line—a line embracing a plough which proved the plough 
in each locality for which it was built. Our friends know that other manufacturers were as quick to recognize the evident super- 
iority of our ploughs as our farming friends. They know how for fifteen years there has been only one point which our competitors 
could urge: “Buy my plough, will guarantee it just the same as the Wilkinson.” So much for the past. 

For the present we have to thank our friends most heartily for their kind and ever-generous support; never has our trade 
ceased extending, never have our friends wavered in their conviction that with the Wilkinson Plough perfect satisfaction was sure. 
A little more cash to pay perhaps at the start, but how much worry and annoyance saved in the many years that the Wilkinson Plough 
has stood firm and true to its work, as a staunch old friend should. No horses covered with lather and perspiration, no tired and 
bad tempered farmer, bitterly regretting the day he did not buy a Witkinson, like his more level-headed neighbor, And so on 
through the list, with our wonderful line of Land Rollers, with their heavy steel drums and their solid heads, their ample bearings, 
their solid steel polished shafts; no wear, no noise, perfect balance and everlasting qualities. 

Our Pneumatic Straw Cutters we cannot approach in a few lines. Our friend does in a day, without trouble or worry, 
what a few years ago was an impossibility in a week. He cuts all his corn, his straw and his hay, and packs it away in a 
convenient form for use. Long straw manure, with its many objections, is a thing of the past; and as he contentedly eats his 
supper, he marvels at the ingenuity of that Wilkinson Plough Co. crowd. 

For the future, as in the past, The Wilkinson Plough Co, will never forget that to their many friends all over the country 
their phenomenal success is due. Their motto is the best possible implement at the smallest possible cost to the consumer. They 
are continually adding buildings and machinery to lessen this cost, and ensure prompt delivery under all conditions, but the strong 
bond of mutual reliance, which now helps us as one, is the groundwork of the whole structure, and guarantees to the farmer the 
best at small cost. We have no connection whatever with any other firm—we play a lone hand, recognizing to the fullest extent 
the harmful effect, to all concerned, of expensive, ponderous, over-capitalized monopolies and amalgamations, 
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Capacity, 6 to 7 inches ; 5 to 8 inches deep. Weight, 160 Ibs. 


ROUGHT iron beam, steel coulters, malleable coulter holder. Unequalled at ploughing 


matches. Used successfully. in stubble. Excels in heavy land. 
One sod and one stubble coulter supplied with each Plough. 


Points: Sod, 6 and 7 inches. Narrow, 6 inches. Wide, 8 inches. Steel Share; Sod and Stubble. 


Knee Coulter if required. 


No. 53—Maple Leaf. 
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UR latest effort for match work is the Maple Leaf. The Wilkinson No. 1 has been a 
familiar sight at all Ploughing Matches for twenty years, and has won hundreds of “firsts” 
each year. In bringing the Maple Leaf out, we are doing so, after long and painstaking experi- 
ments to put into the hands of the ploughman, a plough, which will, we firmly believe, do all 
for him, which a plough can do. In short, we give you the Best, which can be built; a Winner 
every time, with the right man between the handles; and cordially trust, that the Maple Leaf 


may always be in the lead. 
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Capacity, 8 to 10 in. wide; 3 to7 in. deep. Weight, 116 Ibs. 


LIGHT, wide Plough for small horses. Does excellent work ; and is preferred in some localities to 
heavier ploughs. Steel Beam ; Steel Coulter; U.S. Soft Centre Steel Mouldboard. Narrow Point, 
8 in.; wide, 10 in. Steel Share, wide and narrow. Fin or Coulter Share. 
6 


No. 3—I X L. 


ip > TRADE MARK 


Wilkinson 


REGISTERED 


TRADE W MARK 


REGISTERED 


Capacity, 6 to 9 in. wide; 5 to 8 in. deep. Weight, 150 Ibs. 
OD or General Purpose Plough. Its length and weight are perfectly adapted to heavy clay land. 


The perfect curve of the Mouldboard ensures a beautiful furrow, with a minimum of draft, leaving 
a narrow furrow at the finish. A strong, stiff, steady Plough. 


Sod Share, 6 in. Medium Share, 7 in. Extra Dip Shares in all widths. 
Narrow Share, 6 in. Wide Share, 8 in. Steel Shares in all widths. 


Extra Heavy Shares for stoney land. Fin or Coulter Share. It reigns supreme in all ciay land. 
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Capacity, 7 to 9 in. wide; 5 to8in. deep. Weight, 142 Ibs. 


é NEQUALLED in Canada as a medium weight General Purpose Plough. Easy to hold, light of draft, 

and cleans in any soil. Suitable for all kinds of land. The enormous quantities in general use 
prove it to be a general favorite ; combining all the qualities of a perfect Plough. A peculiarly happy 
medium, as thousands of owners gladly testify. No. 4 is still kept in stock for those who prefer it through 
long use. 


Narrow Share, 7 in. Wide Share, 9 in. Fin or Coulter Share. Medium Share, 8 in. Steel and 


Extra Dip and Extra Heavy Share. 
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Capacity, 6 to 8 in. wide; 4 to 7 in. deep. Weight, 140 Ibs. 


A LIGHT General Purpose Plough, popular in all light land localities. A great favorite in Western 
Ontario, the Ottawa District, Quebec, New Brunswick and Nova Scotia. The refined curve of the 
Mouldboard explains the remarkably light draft, and grand cleaning qualities. 
Narrow Share, 6 in. Wide Share, 8 in. Fin Extra Dip Shares, and Steel Shares. 
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Capacity, 7 to 9 in. wide; 4 to 7 in. deep. Weight, 114 Ibs. 


LIGHT, strong Plough for small horses; used extensively in Eastern Canada. Similar in 
many respects to the No. 5; often rigged with a one-horse device, as a one-horse Plough. 
A light, strong, handy Plough, suited to medium soils. Its light draft recommends it to the 


smaller horses of the Eastern Provinces. 


No. 5 points fit the No. 6. 
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Capacity, 10 to 12 in. wide; 4to8in. deep. Weight, 142 Ibs. 


A STRONG, wide, general purpose Plough, often rigged with Skim and Wheel. The shape of 
the Mouldboard makes this plough very suitable as a Jointer plough, covering heavy stubble 
and manure thoroughly. Has held its place for many years, as the Best Wide Plough. 


Narrow Share, 10 in. Medium Share,11 in. Wide Share, 12 in. Fin, Extra Dip, and Steel Shares. 
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Capacity, 8 to 10 in. wide; 4 to 8 in. deep. Weight, 130 Ibs. 


A GOOD, general purpose Plough, popular in certain districts. The breast of the Mouldboard 
is somewhat more convex than the No. 4; and the plough is narrower, Turns a nice, clean 


furrow ; draws light, and holds easy. 


Narrow Share, 8 in. Wide Share, 10 in. Fin, Extra Dip, and Steel Shares. 
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Capacity, 6 to 7 in. wide; 4 to 7 in. deep. Weight, 95 Ibs. 


ARROW One-horse or Garden Plough. Cutting a narrow furrow, it does excellent work for 
market gardeners; thoroughly tilling the ground. A strong, handy, useful light draft imple- 
ment; often used in the heaviest land. é 


Narrow Share, 6 in. Steel Share. Wide Share, 7 in. Fin Share. 
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Capacity, 7 to 9 in. wide; 4 to 6in. deep. Weight, 93 Ibs. 


Ws One-Horse Garden Plough; especially built for well cultivated land, and light, sandy 
or loamy soils. Strongly recommended for the purposes for which it is intended. 


Narrow Share 7 in. Steel Share. Wide Share, 8 in. Fin Share. 
ek. 
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Capacity, 10 to 12 in. wide; 5to8in. deep. Weight, 130 lbs. 


HIS Plough is lighter than the No. 7, has a somewhat shorter mouldboard, and is not 
quite as wide in the bottom. A first-class General Purpose Plough in light or loamy 
soil, often rigged with Skim and Wheel. 


At the suggestion of the many owners of our No. 21, we have recently made 1t somewhat lighter, 
without impairing its strength in any way. 
Narrow Share, i0 in. Wide Share, 12 in. Fin, Extra Dip, and Steel in both widths. 
15 


TRADE MARK 


Wilkinson 


REGISTERED 


TRADE W MARK 


REGISTERED 


Capacity, 10 to {2 in. wide; 5in 8 in. deep. Weight, 130 Ibs. 


HIS Plough is fitted with a substantial Pressed Steel Head; making it, strength considered, the 

lightest plough built. It is steadily winning itself favorites all over the country where wide ploughs 

are used ; and after ten years’ experience, we cannot too confidently recommend it. In clay loam it easily 
takes the lead. Often rigged with Skim and Wheel. 


Narrow Share, 10 in. Fin Share. Wide Share, 12 in. Steel Share. 
16 
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"F"HIS Steel Head is well worthy of your attention. Light, and 
absolutely unbreakable; it gives the Plough an easy-running quality, 


impossible to produce by any other means. 


Try one, and be convinced. 
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WILKINSON 
PLOUGHS 


Are ALL Fitted 
with 

STEEL BEAMS 
STEEL COULTERS 
U.S. Soft Centre 
Steel 
MOULDBOARDS 


Extra Share and 
Wrench 


Steel Share if 
specially ordered 


Our Points and Soles 
LAST TWICE AS 
LONG, have our name 
and address in full, 
and are by far the 
cheapest to buy, taking 
wear and fit into 
consideration 


No. 30. 
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Capacity, 9 to 1S in. wide; 4 to 8 in. deep. Weight, {50 Ibs. 


ULL Rigged Steel Trimmed Jointer Plough. Has been a universal favorite for many years. Very 
light draft, cleaning qualities unsurpassed, easy to handle, sure to cover, it fills the bill with a large 
class in all parts of the Dominion, and may well be called “The Pioneer of the Wide Plough.” We might 
add that he has outlived many of his aspiring successors. 
Narrow Share, 9 in. Fin, Extra Dip and Steel Share. 


Wide Share, 11 in. Always shipped with Steel Share. 
18 
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No. 30—Short Handles. gysi¢heite, Ont. 
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Capacity, 9 to {1 in. wide; 4 to 8 in deep. Weight, 145 Ibs. 
SED chiefly in New Brunswick and parts of the Eastern States. At home in rough, stony land; is 
superior to, and consequently, where introduced, supersedes the American Chilled Plough. A short 
handy, wide Plough, rigged with extra heavy Coulter, and cast or steel share as ordered. 
Repairs same as the No. 30. 
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Capacity, 5 to 9 in. deep; 12 to {4 in. wide. Weight, 110 Ibs. 


Jak. POPULAR Plough on the plains. Very light and remarkably strong. Short handles. Head and 
all attachments malleable. Skimmer, when required. Turns an even furrow up or down on 


sloping land. 


Narrow Share, 11 in. Steel Share. Wide Share, 13 in. 
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Double Mouldboard or Drill Plough. 
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NDISPENSABLE on every farm. Mouldboards have width adjustment. Marker lays out next row. 
Potato digger attachment is almost invariably ordered with plough. Impossible to enumerate the 


variety of uses to which this plough is put. The long point or share is steel, and practically never 
wears out. 


Weight, 178 Ibs. Code: Drill. 
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Capacity, 5 to 8 in. wide; 6to9 in. deep. Weight, 150 Ibs. 


HIS Plough has been designed for high-class ploughing in heavy land. Especially suited to the 


English and Scotch trade. Turns a smooth crowning furrow ; very light draft, and suitable for 
both sod and stubble. 


Sod, Stubble, and Steel Shares. High and low cut. All widths. 


Coulters in various styles to suit locality. 
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Capacity, 6 to 9 in. wide; 5 to9 in. deep. Weight, 140 Ibs. 


HANDSOME General Purpose Plough; suitable to the English trade. For light and medium 


soils. Turns a flat, close furrow. Easy on man and horses. Emphatically a useful Plough. 


Sod stubble and Steel Shares. High and low cut. All widths. Coulters in various styles. 
23 
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UR Combination Plough rigged as Breaker is greatly in demand. Many find that they can do 
QO better and cleaner work with the long-handled steel-beam plough than with the old-fashioned 
wood-beam breaker, apart from the fact that they can always purchase the additional mould- 
board and share for stubble ploughing when they require a stubble plough. 
14-inch, 165 pounds. Code—Plough. Pull; Share, Set. 


The very heavy sales in the past five years have proved the wisdom of offering this plough as 
a breaker only. 
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ROBABLY the most useful, popular and most widely used Plough in the North-West. Mould 
|= board, landside and share of Stubble Plough high temper soft centre steel. Mouldboard, land- 
side and share of breaker mild temper cast steel. Fitted with gauge wheel, rolling coulter, extra 
breaker mouldboard and share. 

14-inch, weight, 190 lbs. Code :—Plough, Pig; Share, Sack. 

Our original Combination Plough was the G. W.15; the G. W. 16 differs in three important 
particulars: the shape of the mouldboard, which is smoother in its lines, a heavier beam, and gauge 
wheel fastened with clasp, instead of through jaw. 
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TRADE MARK 


Wilkinson 


REGISTERED 


RIAU 


TRADE W MARE 


REGISTERED 


IGGED with either stiff shank Rolling Coulter or Standing Coulter ; capped standard ; solid cast 
[° steel Mouldboard, low steel Landside ; cast steel share, mild temper ; wrought frog. Light 
draft and very easy running. The most popular breaker in the Northwest. Turns a flat, smooth 
furrow. Fitted with gauge wheel, coulter and extra share. 


Weight, I2 inch, 130 lbs, ; 14 inch, 140 lbs. 
Code: 12-inch Plough, Pen; Share, Shell. 14-inch Plough, Peg ; Share, Sharp. 
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Brush Breaker. 
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OLID Cast Steel Mouldboard, extra heavy wood beam, braced to standard ; cast steal share, mild 
temper, with welded Landside, especially built for use In heavy scrub ; furnished with 
gauge-wheel and heavy coulter. No extra share. Weight—15 inch., 175 lbs. 


Code— Plough, Pet ; Share, Shape. 


All our Breaker Series are built with the same care and finish, as our other lines of Ploughs. 
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Highlander--Turi and Stubble. 
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Welded land bar and frog ; 

tempered soft centre mould- 

board; high curve, double- 

beaded steel beam, Handles p 
white oak, double runged Lea 
and steel braces; inter- 
changeable. 
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ANE Mouldboard, Share and 
landside are the highest 
tempered soft centre stee', 
and guaranteed to clean 
where any American plough 
will. 


We have been building ploughs, and 
gigas tempering Soft centre sinceit first came 
oa = eS deat into use: and can safely guarantee Our 

: Patars FErzETEE : temper to be as hard, as uniform, and 
our finish as even as the best American 
Maker, 


Description of The Wilkinson High Lift Gang Ploughs. 


OOT trip releases Ploughs and drops them into ground point first. The depth of the fu: row is 
adjusted by raising or lowering the furrow wheel, and the ploughs are levelled in the open- 
ing furrow, after which no further handling of the levers is necessary, The lifting device is 

not only perfect but is entirely automatic in action. The Ploughs are hung on double bail, front and 
rear, their weight is counterbalanced by a heavy coiled spring, and their action is entirely independent 
of the frame. The raising of the ploughs is so easy that it requires no more exertion on the part of 
the operator than the pressure of a finger to carry the ploughs clear of the furrow and hang them up 
six and one-half inches from the ground The device for locking the ploughs in the ground is located 
at the lifting lever, and is a simple elbow action by which, when the centre is passed, the harder the 
ground, and consequently the greater draft, the more securely are the ploughs held to their work. 
This is a special advantage in fall ploughing in hard ground. By changing a set-screw, this elbow 
joint may be left loose if desired, allowirg the plough bottoms freedom to lift when striking an obstrue- 
tion. In stony or rooty ground this will sometimes save the point of a share. Furnished with four- 
horse equalizer or strung-out hitch, neckyoke and rolling coulters. The furrow and land wheel levers 
are manipulated with the most perfect ease, their fulcrums being so situated as to give an unusual 
purchase. This feature will be greatly appreciated by those who have used other makes of gang 
ploughs. The land wheel is provided with a cushion spring, which causes it to ride over obstacles or 
dead furrows without jolt or interference with the level of the furrow. The wheels are higher than 
are commonly used on gang ploughs, affording steadiness in running and in a measure reducing the 
draft. They are very strong and equipped with removable boxes. The furrow wheels are connected 
by a #-inch rod, the rear wheel being controlled directly by the front one, and castering with it per- 
fectly in either a right or a left hand turn. The rear wheel is prevented, on a very short turn, from 
striking and breaking the mould-board, by a cushion spring on the rear of the connecting rod. The 
clevis arrangement for adjusting the landing of the plough is nery simple. The loosening of one bolt 
permits the evener to be moved to right or left as much or little as may be desired. 
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Brand Cut Weight. | Plough: ew | Brand. Cut. eight. Plone. l See 
A 12 : 2inch | 730 Ibs. Blackbad. Reposure. | PI2 24 inch 740 lbs. Blackboard. {| Pantheon. 
A 13 | 26 inch 740 Ibs. Blackberry. Rhetoric | 1218} 26 inch 750 lbs. Blackcap. Panting. 
A l4 | 28 inch 760 Ibs. | Blackbird. _ Rabble. _ } 1225 ¥99 a 2inch | 760 Ibs. Blackfoot. Panton. 


Wilkinson High Lift Sulky. 
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"| fine PLOUGH is the outgrowth of a long study toproduce a sulky plough with beam draught 
automatic in its action, combining strength and lightness. Draft direct trom point of beam, 
avoiding all strain on frame. Furnished with three-horse equalizer and rolling coulter. 


P . : A i ; : Plough. Befont; Share, Rabid- 
Weight, h cut, 5151bs. Code: Plough, Before; Share, Rabble. Weight. 16 inch cut, 520 lbs. Code ee ee eae 
Ty oR if iach cae, 520 ibs. Code: Biousk. Began; Share, Pant. Weight, 16 inch cut, 525 lbs. Code: Plough, Beget; Share, )ipe. 
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Rooter Plough. 
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HIS Plough has been used for over ten years for the heaviest work which a plough can be used 

ale for. Macadam, gravel, asphalt and hard clay roads are all torn up with ease; Railroad con- 

tractors also use them a great deal. The share is welded under enormous pressure ; the heam 

is strongly braced, the handles have rub irons and heavy braces , handles extra heavy white oak, 

fitted with heavy clevice and ring. Customers are strongly advised to always order extra share with 

plough to save loss of time in sharpening share. Ten horses are frequently used on this plough on 
city streets. Weight 225 lbs. Code: Plough, Root; Share, Road. 
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Pick Plough. 
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which is pointed at both ends and reversible, is made of the best fine cast tool steel, highly 
tempered. Handles have rub irons and are made of extra heavy white oak, Nothing to bend, 
nothing to strain, nothing to break. With sufficient horse power in front of it this plough can safely 
be put at anything short of solid rock. 
Weight, 225 lbs. 
Code: Plough, Pick ; Point, Picket. 
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P\* exceedingly powerful plough, used chiefly in very stoney and rocky places. The point, 


Railroad or Contractors’ Ploughs. 
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Weight: Light R.R. Plough, 310 Ibs. Heavy R.R. Plough, 385 Ibs. 


ADE in two sizes, “Light” and ‘ Heavy.’ Heavily ironed throughout. Practically indestruct- 
ible. Used on all the heavy grades. Duplicate parts always in stock for prompt shipment. 
Material throughout, carefully selected to stand the severest strains. 
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eas cut shows the adjustment. It 

is only necessary to change one bolt 
one hole, to change from stiff to swing, 
or vice versa. 
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Fits any Steel Beam Plough. 


PERFECTLY adjustable in 

every way. Plough will 
run itself, the whole length of 
furrow. Once set, a boy can 
do the best ploughing. Extra 
Long Beam supplied to fit any 
Plough of our make. 


Side Hill Plough. 
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Weight, 175 Ibs. 


A Side Hill Plough built entirely of Iron and Steel with the exception of the handles; a tremendous 
advance over the old Wood Beam Plough. All parts are Malleable, where advantageous. Mould- 
board, Steel. A revelation in Side Hill Ploughing, and good for a lifetime. Many farmers now use this 
Plough, where formally they were compelled to use an ordinary plough, owing to the fact that an up-to- 
date Side Hill Plough was not procurable. 
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Weight, £65 Ibs. 
Nowanays a Ditching Plough is an absolute necessity with the progressive farmer. Tile drained 


land repays the investment in three average years. Five good men cannot loosen the soil 


at the same rate as our Ditcher. Many farmers claim a considerably greater advantage for the 


Ditcher. Has been in successful operation for fifteen years. 
By actual test, under average conditions, two men can complete a drain ready for tiling, 700 


feet long, in nine hours. 
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Weight, 245 Ibs. Capacity, 16 to 18 in. 


A THOROUGHLY reliable, well braced Gang. Cuts 8 in. Its low price recommends it strongly to 

many for Summer Fallow. It has held its place for twelve years, as by far the best cheap gang 
on the market. Every part in it is of the most substantial description. Mouldboards are the best Soft 
Centre Steel. Frame, a rigid High Carbon Steel. 


Cast Points. Plain, Fin, Extra Dip. Steel Shares. 
38 
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Weight, 280 ibs.; Capacity, 16 to 20 in. 


HE Steel Heads with which this Gang is fitted, have made it a very general favorite, both at home and for export. 
It stands high out of the ground and leaves no chance for stubble to choke it. Strong Steel Beam Frame. Three 
heavy horses are often used on this Plough in stiff, stony land, and without the strains and breaks which con- 
tinuously occur with other ploughs. The boxings of our wheels are self-oiling and absolutely sand proof. Both levers 
are steel, and the steel landsides are extra width. 
Shares: Two widths, Plain, Fin, Extra Dip and Steel Shares. 
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‘THE demand for Three and Four Furrow Gangs is continually increasing. They plough an even 
furrow, and turn over a lot of land in a day. Steel Heads, Steel Frames, Steel Levers, Self-oiling, 
Sand-proof Boxings. Built on the same lines as our popular No. 3. 
Shares same as the No, 3 Gang. 
All Gang Mouldboards are the Best U.S. Soft Centre Steel. 
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No. 4 and 8 GANGS. 


\ #| TRADE MARK 
TRADE MARK g in 


REGISTERED \ N ‘ \ Wil kinson 


REGISTERED 


Wheels have 
slip boxes 
and are 
absolutely 
sand-proof. 


Capacity—No. 4, 20 to 26 in.; No. 8, 16 to 26 in. Weight—No. 4, 400 Ibs; No. 8, 435 Ibs. 


A itue No. 4 is our Heavy Wide Bottom Gang. The No.8 Narrow Bottom. The frame and running gear are the 
same in both Ploughs. The strongest and stiffest Adjustable Frame on the market. From 8 in. to 13 in. furrow. 
Change effected by loosening six set pins. These ploughs are built especially for the finest and heaviest class of 
ploughing, and will equal the work of any single furrow plough. Fitted with Standing Cutters ; Rolling Cutters extra 
price. Shares. Plain, Fin, Extra Dip, and Steel in Two Widths. 
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No. 12 or King Gang. 


TRADE W MARK 


REGISTERED 
s TRADE MARK 
. REGISTERED 
Capacity 
24 in. 
Weight 
385 Ibs. 
Code—King 


A rigid medium weight gang, designed for Manitoba and the North-West. Breaker Bottoms are 


also supplied, doing excellent work. This gang is also largely used in Western Ontario. Does fine, clean 
work, covers well and is very light draft, handling very easy. Cleans in all soils. Rolling coulters, weed 
hooks and triple-trees. Can be supplied in three furrows. 
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CENTURY SULKY. 
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‘BOTTOMS 


No. 4. 
No. 5. 
No. 20. We 5) . 1D — 
No. G. W. 10 ; b/ Pay sh eC | ul aa “4 =a 
No. G. W. 16 —= a ARN 

Breaker. 


Capacity, 10 to 14 ins. 


Weight, 385 Ibs. 


Code, Century. 


An absolutely perfect and exceedingly handy Sulky, with adjustments for hard and soft soil ; overcoming all the 
objectionable features of former Sulkies. Perfect adjustments for width, depth, finishing lands, overcoming ‘‘ suck” 
in soft soil. Used with two horses, unless soil is very heavy and hard. Its light draft is the marvelous feature of this 
Sulky. The G. W. 16 Combination Bottom makes the best low priced Sulky for Manitoba. 

Extras are the same as for Walking Ploughs ef corresponding No. 
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ze Wn Single Sulky. Wilkinson 


Necessary Instructions for the perfect operating 
of these Ploughs. 


1. Remember that we are first, last and always emphatically Plough builders, and consequently the bottom of 
the Sulky is the best and most suitable, also, that our Agents carry a stock of Repairs at all points. 

2. It has a lever for adjusting the whiffletrees, which no other plough has, and which is very convenient in 
marking out a land or used for straightening the furrow. For instance, in backing up the first furrow, instead of your 
horse walking up on the furrow you can crowd the plough to the furrow, and give the horse plenty of room to walk 
along the side. This and the following point are two which deserve special attention. 

8. It has an automatic lock caster which no othér plough has. It is rigid when required. For instance, if you 
should want to back up for any cause, raise the plough enough to free it and back up; the caster will stay in its proper 
position. When you come to the end draw your lever back to the desired point and the caster is unlocked, which 
will allow you to turn as short as desired. For marking out or finishing up there is no better in the market. 

4, The rear wheel has chilled and adjustable cones, which makes it the most desirable bearing in the market. 

5. There is an adjustment on the standard of rear wheel, which if understood by the operator, can make it 
plough the hardest or dryest ground, and also the softest ground, with ease on,a team. Providing a hard, dry piece 
of ground is to be ploughed, loosen the set screw in stop-lock No. 78 and lower the plough about a quarter of an inch. 
This raises the draft in front, making the plough take to the ground. For ploughing in soft ground move No. 78 
upwards. This adjustment is very necessary in lessening the draft in different soils. 

6. Another very convenient adjustment is on the front axle. There are two shifting clamps to gauge the width 
of the sod. Should you want to plough 10 in. wide, place both clamps on the left side of tilting standard; if 12 in., 
place one on each side, and if 14 in., put both on the right hand side of tilting standard. Another feature this plough 
has over other ploughs, is that it is an easy riding plough, and will not throw the operator off when it strikes a 


stone. This plough is well protected by patents and is controlled exclusively by the Wilkinson Plough Co., Limited, » 
of Toronto. Canada. 
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Hancock Disc Plough. 


1, 2, 3 and 4 Furrow. 10, 11 and 12 inch Adjustable. 


TRADE MARK 


ee WY sane Wilkinson 


REGISTERED 
Simple It Saves 
Strong Men and 
Durable Horses 


U.L JONES ENG C* ; 
TORONTO Lit 


Weight, 1 F. 625 Ibs., Code, Dot. Weight, 3 F. 825 Ibs., Code, Date. 
‘© a F.725Ibs., ‘* Dog. ss 4.925 Ibs., ‘* Dan. 

Absolutely the only satisfactory Disc Plough. All our Disc Plough parts are interchangeable and 
convertible. A 4 Disc can be changed tol D.,2 D. or 3 D.; extra parts supplied to convert a 1 orga: 
into 3 D. or 4 D. 
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Hancock Disc Plough. 


Turns to the Right as Easy as to the Left. 


TRADE MARK 
TRADE MARK 


Wilkinson 


REGISTERED 
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TWICE 


The Culti- 


1/9 


The Time i 
vation 

The Men The Crop 

The Horses TheComfort 


The Repairs The Results 


More Hancock Dise Ploughs sold than ALL other Dise Ploughs combined. 


Grease Compression Cups will be fitted on Dise Bearings, still further reducing the draft, which is 
to-day universally allowed to be ONE-THIRD LIGHTER THAN ANY OTHER PLOUGH BUILT. 
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Steel Frame. 
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Four-horse Equaliz- 
er, showing straight 
tongue, as furnished 
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This Disc Har- 
row is inaclass 
absolutely by it- 
self theoutcome 
of many years’ 
experience in 
this line, and a 
sustained effort 
to build a per- 
fect implement 
regardless of 
cost. 


Three-horse 
Evener with 
set-o Ver ton- 
gue, showing 
tonguein place 
for three-horse 
hitch. This 
tongue for 
three -h orse 
hitch is fur- 


nished with all \ <a—W) 
6-foot harrows Nz 
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I) 
wise specified. Et 


Jit. JONES TOR. 
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rape AI MARK A SHORT DESCRIPTION TRADE MARK 
REGISTERED of the Wilkinson Steel Frame Disk Harrow. Wilkinson 


REGISTERED 


HIS machine has a record unsurpassed by any like toel on the market. From all parts of the 
country its praises are sounded. 

Thousands have been sold in the past five years, with always the same verdict: “Nothing like it ” 

With the exception of the tongue it is made entirely of steel and iron, It has two independent 
flexible gangs of discs operated by a single long lever, a high spring seat, low hitch and adjustable 
spring steel scrapers operated simultaneously by a foot pedal within easy reach. A coil spring is pro- 
vided for each scraper, giving to them unlimited flexibility. - 

The cross-bar is made of square tubing, giving great strength to the frame where most needed. 
It has strong steel weight boxes, and is substantially built throughout. 

The bearing boxes are as near dust-proof as it is possible to make them, and have removable 
bearing surfaces of maple soaked in oil, which after several years of hard usage, have proved to be 
much more durable than iron ; in fact are practically indestructible. 

Each bearing is provided with an oil tube, reaching up into the weight box, and closed by 
means of a spring cotter, insuring a free vent at all times. 

With the 6-foot Harrow, set-over tongue and three horse evener is sent, and with 7-foot and 8- 
foot Harrows, st’aight tongue and four-horse evencr, unless otherwise ordered. The set-over tongue 
can be used as straight tongue, if desired. 

The Steel Frame Disc Harrow is furnished complete with scrapers and metal weight boxes, and 


Noo. of ieee: Diam. of Dises. Width of Out. Weight. , Tul. Code. | No.|No. of Discs. Diam. of Discs.|Width of Cut.) Weight. | Tel. Code 


23 12 16 inch 6 foot 520 1bs. |Widowhood | 28 16 18 inch 8 foot 670 lbs. |Winnow 

24 4 16 inch 7 foot 575 lbs. | Wielding 32 12 20 inch | 6 foot 6151bs. | Winsome 

25 16 16 inch 8 foot 600 lbs. | Wifehood 33 4 20 inch | 7 foot 675 lbs. | Winter 

26 12 18 inch | 6 foot 565 lbs. |} Winnard 34 16 20 inch | 8 foot 725 lbs. [Winkers Eas 
27 14 i8inch | 7foot | 6301bs, [Winning | 


Channel Steel Drag Harrow. 
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TRADE MARK 


Wilkinson 


REGISTERED 


Mick of specially hardened Steel. In sets of three, four, five or six sections. We believe that 
this is the best built harrow on the market. Weight—®52 lbs. per section. 


CopE : 3 Sections, ‘‘Hard,”’; 4 Sections, ‘‘Harder” ; 5 Sections, *‘Hardest” ; 6 Sections, ‘“‘Heart.” 
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Malleable Clip Harrow. 


Light, Medium and Heavy. 
TRADE MARK 


Wilkinson 


TRADE W MARK 
REGISTERED 


REGISTERED 


15 and 20 Tooth to Section. 


ADVANTAGES No holes in frames to weaken it. 


No nuts, bolts, or set screws. 


The strongest and longest-lived Harrow. ‘Teeth, high carbon steel. Fraime, best mild steel. These 
Harrows are built especially stiff and strong to stand rough land, and hard usage. 
Draw bars supplied in single length up to five sections; in double for six sections and over. 
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LAND ROLLER--Standard. 


TRADE MARK 


Wilkinson 


REGISTERED 


TRADE W MARK 


REGISTERED 


and guaranteed not to kink. Boxes are smooth chilled iron, tne best for the purpose and 
cheap to replace. Shaft two inch polished steel ; two anda quarter inch in twelve foot size. 


Heads, pressed steel ; stones and moisture cannot get into drums. Frame, heavy Angle steel. 


meter, Weight, 27 in. 100 lbs. per foot length ; 30 in., 120]bs per foot length. 
tions, built np solely on their-merit. 


gI 


ANDROLLERS are all-steel, specially rolled for us for this purpose, heavier steel than usually used 


All sizes from six to twelve foot, 27 and 30 inches in dia 
Our Landroller business has assumed enormous propor 


Landroller--Adjustable. 
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HE Drums in Adjustable Landroller are the same as those in Standard Roller. Frames are so 
al built as to allow each drum absolutely independent freedom of play. For its weigat this is 
by far the lightest draft adjustable roller on the market—and the most adjustable. No break- 
age and no repairs. No better investment on a farm than a Landroller, and the WILKINSON is EVER- 
LASTING. Built 9, 10 and 12 foot, 27 and 30 inch diameter. 
Weight—27 in., 110 lbs. per foot length ; 30 in., 130 lbs. per foot length. 
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Packer or Pulverizer. 


Wilkinson 


REGISTERED 


TRADE W MARK 


REGISTERED 


HE PACKER should come into more general use than it has done. The prairie lands require 
alk something which will cover the stubble and cause it to rot, also holding the moisture in the 
seed bed, packing the soil round the seed and causing a far higher percentage of growth. 
Always drive lengthwise of furrow in same direction as plough travelled. Once over is enough. 
Keep the end boxes oiled, but not the wheelss. For weighting, bag of soil are convenient; ase enough to 
put the wheels down four to five inches, not more. 


Weight, 8-foot, 16 wheels, 800 lbs. ; 12-foot, 24 wheels. 1200 lbs. Code: 8-foot, Pack ; 12-foot, Packet. 
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Wheel Scraper No. 2 and 3. 
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ANS are made of High Carbon Steel, ensuring great lasting qualities. Wheels are sand proof and 
and will be fitted with metal hubs when preferred. The braces are all of the stiffest steel, mak- 
ing straining impossible. No. 3 tongue is always Shipped with a snatch rod for front team. 

These wheel scrapers are universally popular with contractors and roadmasters. Easily handled, large 
eapacity and well balanced, combined with their wonderful lasting qualities, have kept them always in 
the front rank. 
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Wheel Scraper No. 2 and 3. 
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DNA 


O. 2. Capacity 13 Cubic feet. Wheels 40 inches diamete.. Tires, 3x %. Box, length, 36 
inches. Width, 38 inches. Depth, 14 inches. Track, 5 feet. Weight, 610. 


Code: White. 


Wheels, 46 inches diameter. Tires, 3x2. Box, length, 42 


Of Capacity, 18 cubic: feet: 
inches Width 44 inches. Depth, 16 inches. Track, 5 feet 6 inches. Weight, 750 lbs. 


Code: Where. 
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Drag Scraper No. 1 and 2 
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UR METHOD cf pressing these Scrapers enables us to put a harder steel into them ; the steel is 
QO also of a heavier gauge, making this scraper the largest lived on the market. They Balance 
nicely and dump easily. Their capacity is somewhat larger. American bale is furnished with all 
Drag Scrapers for the West, being prepared by many to the baie shown in cut. 

Runners or falso bottom furnished extra when ordercd. 


Weight : No. 1, 120 lbs., capacity.7 cubic feet; No. 2, 110 lbs,, capacity 6 cubic feet. 
Code: No. 1, Scat; with runners, Scale; with false bottom, Plate. No. 2, Scatter; with runn- 


ers, Scald ; with false bottom, Platter. 
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Drag Scraper or Ditcher, No. 3. 
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REGISTERED 


HJS Drag Scraper is usually used with one horse for digging small cellars, cutting ditches at 
road sides and in other places where one horse is more suitable. Built exactly similar and of 
same weight and quality of steel as the No. 1 and 2. 
Weight, 95 lbs. Capacity 5 cubic feet. Code: Scarf. 
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Climax A. [lounted. 
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track with au ordinary farm 


i ; 
TT: axles are coupled very short, ii | i 
5 feetll inches apart. They bal 


wagon. The whole machine is 
very compact, and will turn in a 25 foot 
circle. The front wheels are 30 inches 
high and the rear wheels 34 inches high 
with 3-inch tires. The axles are 1) inch 
square steel with turned bearings for 
wheels. The rear axle is attached to 
the frame with heavy brackets and the 
front issupported with a heavy pivoted 
bolster to prevent twisting machine on 
rough roads. the tongue can be 
easily detached if required. 


Weight, 1750 lbs. pz sh 
le 
We 


TE 


in 
MO AA 


UMA 


MOUNTED ON 
STEECIWHEEES 


PULLEY SIDE WITH TOP COVER REMOVED 


8 


Both in the United States and Canada this machine holds the record in 
eapacity and economy of power, its capacity being practically limited 
only by the amountzof straw which can be pitched toit. In Manitoba and - 
the North West the straw makes an excellent feed, and in the shape of 


manure can be easily and profitably returned to the 
land if cut. The increased yield will well repay the 
farmer even at the present price of farm help. 

Cut straw makes a compact and convenient FUEL. 

For low farm buildings. cut straw well mixed in 
mud, and pressed into large bricks are the warmest 
and cheapest walls you ean build. 
With tne hot sun of the North-West 
there would be no trouble in drying 
them rapidly. 


TRADE MARK 


Wilkinson 


REGISTERED 


Me! OUTHTTTTING 
ow 7 $a 


! iN 
sa som 
nn 


TS 


MU 
i 


. JYUNE28 189g 
OCT 21 Ig99 


Climax A. Standard. 


“PRADE MARK wT 


TRADE W MARK Wilkinson 


REGISTERED REGISTERED 


I, 
, Extreme simplicity of construction. 
Wearing Parts—Few and specially 


strong. 
Reverse Gear—Friction, positive, 
| instantaneous. 


Frame—Heavy seasoned hardwood, 
thoroughly bolted. 


mT . 
N Ul wel | Shafting—Extra heavy Steel. Main 
TRUM {| 2 fm * . 
PLOUGH CO} Ena ER shait 1ginch in diameter. . 
z En RGN 8 H Boxings—Very wide, Babbitt lined. 


KKnives—Laid Steel, Straight 
Finest Temper, 23inches long, 
5inches wide. 

Fans—A1ll Steel, tinch thick, 
cast into wheel. Braced with 


brackets. 
Fan Case—All steel, very 
heavy. 


Pipe—Eight inches in dia- 
meter ; Steel ; closely riveted. 

Gearing—Steel Link Chains 
used throughout. 

Capacity—Twenty tons green 
corn per hour. 

Weight—1200 pounds. 


I 


HE reverse Jever is close to the operator, and is instantaneous in action, with no danger of breaking out cogs or otherwise damaging the 
machine. Should the opeartor accidently get caught in the rolls he would come in contact with the reverse lever and stop the rollers at 
once. Thisis a feature which none can afford to overlook. The main shaft of the climax is only 30 inches from the ground, and being 

low down no difficulty is experiencedin getting ensilage on the feed tables. 
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Climax A.—Description. 


HIS Illustration shows knife, knife wheel and cutting plate. The sliding, inward cut of the 
knives is plainly shown. By using straight knives we are able to cut from one-quarter to one- 
third more with same power. We have demonstrated this fact by actual test. The knives are 
securely attached to wheel by six bolts, two being almost on line with cutting edge. A set collar is 
used, instead of set screws, to take up wear of knives, which does not bend them and destroy their 
strength. The pipe at the left is continued into the mow or silo. Fans are placed midway between 
kniveson knife wheel. This creates a current of air into machine and through pipes, carrying cut 
material with it. 
No other machine possesses the combination of points mentioned above. 


The Cutting Part 


KNIVES are straight and perfectly flat, are made of crucible steel, finely: tempered, holding 
their edge a long time, easy to sharpen and keep in order. They are bolted to the wheel, solid, 
without use of set-screws, a set collar being used instead, whereby all the knives are set by one 
operation. This method is the simplest, quickest, safest and most accurate. It also strengthens the 
knives. 

CUTTING PLATE, owing to the closeness of rollers to knives, is very narrow, made of special 
grade of chilled iron, very hard and tough, and practically unbreakable. 

THE FANS are attached to the wheel midway BETWEEN the knives, and being part of 
the wheel, cannot loosen: they drive the ma’erial into the steel delivery pipe, whence it is delivered in 
mow or silo, without necessitating the presence of anyone to put it away. The dust is all drawn into 
the machine, thus making it clean to work around. 
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Climax B.—Birds-Eye View. 
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Climax B.—Description. 


HE BIRDS-EYE VIEW of the CLimax shows all the working parts—friction gear, reversing 

| lever, travelling feed, straight knives, fans, and set collar, all are discernible. Our claim 

of having the simplest machine in the market, and at the same time the Strongest, is fully 

borne out by this illustration. We draw attention to the large feed rolls in the Climax. They are 

made in a number of small sections, instead of being cast solid. Their size gives them great feeding 

power, no matter how large a bulk is put through the machine. The very narrow space between the 
rolls and knives keeps a solid surface to the knives, enabling them to cut very fine and even. 


Principle and construction same as in the A. 

Made in two sizes: two-knife and three-knife. 

Without travelling feed, if so preferred. 

Two-knife requires about 5 h p.—14-foot windmills have run it: 


Three-knife requires about 8 h.p. In each case this runs the machine to its full capacity, 
Less power does less work. The figures by actual tests, 14 to 14 tons per hour per h.p. 


Has elevated green corn 65 feet. 
In elevating straw there is practically no limit, it will place it where you want it. 
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Cylinder Straw Cutter. No, 2 Straw Cutter. 
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HE handiest, easiest hand machine H AS been a stand-by for twenty years. 
built. Intermittent feed ; feed stops Furnished with knuckle for horse-power 
when knife is cutting. A strongly built, and belt wheel if desired. Go-d for twenty-five 
substantial machine; good for four or five head of cattle, and has proved itself a popular, 

head of cattle for a life-time. reliable straw cutter in every particular. 

10-inch mouth. Weight, 1801bs. Code: Stave, 10-inch mouth. weight, 325 lbs. Code: Stain. 


Knives are always high-temper crucible cast steel. 
I 
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Root Pulpers and Slicers. 
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aged roller 
Extra 


ae AN 
Vheel Pulper and Slicer, impioved c 
bearings. Four or six knives, crucible steel. 


IDE V 
Feeds to the last. 


Code ; Pulp. 


a 


heavy well shaped hopper. 
Weight, 215. 
A wing in the hopper changes the cut from pulping to 


Caged bearings, rolled steel shaft. 
We believe that there are more of these two Pulpers sold in Canada, than all others combined, 


TRADE W MARK = i 
nd Slicer. 
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JUSTABLE Pul 
slicing by turning in the opposite direction. 


NG 
Weight, 240 lbs, Code: Pulpit. 
because they are well made, simple. and very easy to turn. 
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All=-Steel Scuffler. Garden Harrow. 


RESSED steel teeth, adjust- 

able to any angle. Rigid 

steel frame. A splendid harrow, 

used by all market gardeners 
and small fruit growers. 


Weight, 65 lbs. 
grape WV mare Code: Scotch. 
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RESSED steel shanks; hard- 
ened steel wearing parts; 
frame steel throughout. With- 
out question the stiffest, strong- 
est Scuffler in the world. 


Weight, 75 lbs. 
Code : Scot 


LITTLE GIANT SCUFFLER. 
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Weight, 75 lbs. Code: Lit. 

STRONG, substantially built, medium priced Scuffler. Fitted with either oval or diamond teeth, 

Turnip weeders, etc. Long Hillers are charged extra. Hither 1 or 2 lever. Has the reputation of 

being a remarkably stiff and rigid tool for its weight and price. A pair of Bankers with each Scuffler. 
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Turnip Drill. 
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E supply Turnip Drills either for single or double row. Single row is sometimes called for 
without shafts There are four sizes of feed hole. The seed cannisters have large capacity. 


Weight, 200 lbs. 


Code: 2 row, Turnip; 1 row, Turn; 1 row, without shafts, Turk. 
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Hand Lever Straw Cutter. 
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OST USEFUL for a few head of cattle : 
in towns and villages for a cow anda 
horse. Adjustable to any length of 

feed. Strong hardwood frame, tempered 
knife- Well and carefully finished. 

Weight, 56 Ibs. 

Code: Lever. 
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FOUR WHEEL TRUCK 


E make a large assortment of Trucks. Let us know 

your wants and we can satisfy you. Alwayssend 

full particulars :—the kind of floor the truck is torun on, 

the weight and variety of load, size of platform preferred, 

j@ number of wheels, with or without springs, height of | 
platform from ground, painted or natural wood finish. 

We have outfitted hotels, paper warehouses, radiator 


WAREHOUSE TRUCK _ factories, carpet factories, etc., etc. aa ene: 
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Barrows of every description for every purpose. Our Garden and Stable Barrows have heavy steel 
brace to bottom of leg, and are substantially built in every particular ; finished with two coats of paint and 
a coat of varnish. 

Garden Barrows. Boys’ Barrows. Contractors’ Barrows. Brick Barrows. 
Stable 6e Railroad ‘¢ Mortar 66 Clay 
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Stone Barrows. Cord-wood Barrows. 
Wood 66 Steamboat 


Wilki 
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CLAY BARROW. 
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CORD WOOD. 
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No. 1—20 in. wide ; 20 in. diameter. Weight, 350 lbs. 
No. 2—27 in. wide; 27 in. diameter. Weight, 750 lbs. 
No. 83—24 in. wide; 20 in. diameter. Weight, 275 lbs. 


We also make All-Steel Lawn Rollers up to 4 ton, for 
Golf, Bowling, and Athletic Grounds; with handles 


aS? 


suitable for two and three men. 


Hose Reel. 
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HESE Reels carry 450 feet of 1} in. hose. Are used largely for fire protection in factories; and 
by contractors in brick, asphalt, cement, and other construction work. Wheels are best Hickory 
Patent Hub. A superior Reel in every particular. 
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CEMENT OMIXER. 


Patented. 
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Wilkinson 


REGISTERED 


REGISTERED 


Weight, 500 Ibs. 


We are glad to be able to announce that we have a thoroughly satisfactory Cement Mixer, indispen- 
gable for concrete work. This machine has been on the market for two years, and has proved itself a great 
labor saver, doing six men’s work with ease. Suitable for either hand, belt or knuckle. Price, $50 net, 
fo.b. Winnipeg. It has been found conclusively that cement mixed by hand, no matter how carefully, is 
never as well done as in a Mixer. You save the cost of the Mixer on Cement alone, in a few weeks. 
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Road Planer. 


Price. Wood Frame, $35.00. Steel Frame, $40.00. 
F.O.B. Toronto. 


Wood Frame Planer has two wheels and two levers. 
Steel Frame Planer has three wheels and three levers. 


They are strong, and stand well up to their work. 
Invaluable for levelling roads, race tracks, and grades. 
Many Municipalities use from 12 to 18 simultaneously 
doing their road work in different parts of the Township. 
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All=-Steel Scuffler 
Extras. 


HOES. 
{din date. S12 CAS Im aee yar 18¢. 
MMi eta eee 14 APTOS fe eee ct 20c. 
PEI OW Sao 16¢ 


10c. 
 OOe 
SWEEPS. 
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10 in... .40c. 


SIDE 
STEELS. 


HOE 
STEELS. 


10 in. . 7c. pexpr. 


6in..$1 perpr. 


6in. .50c. per pr. 


Beet Puller. 


Made entirely of Spring Steel, Tool 
Steel and Malleable, with the exception 
of handles. 

Has a good reputation amongst 
Beet growers. 

Does not bruise the Beets. 
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ey, Furrower. 


10 in. .$1.00 RIDGING 
15in.. 1.50 STEELS 
20in.. 2.00 $3.00 pape 


Stone Barrow. 


With short legs, when 
preferred. 
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Green Brick 


Barrow. 
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Sawmill and 
Dock Barrow. 
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Contractor’s 
Barrow. 


Light when loaded, 
and very strong. 
Note the dove-tailed 
sides. 


Steel Tray Barrow. 


Tempering Barrow. 
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Improved Climax Knife Wheel. 
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With Hood Box, making twine winding 
an impossibility no matter how dull the 
knives and face plate, or how wet the 


twine and straw. 


Wheels. 


Wood and steel for all 


kinds of Barrows and 
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re ml 


Trucks. 


Page 1.—Standard Ploughs. 


2.—W arning. 
3.—Introduction. 
4,.—No, I. 
5.—No. 53, Maple Leaf. 
6.—No. 2. 
7.—No 3 I.X.L. 
8.—No. 4 A. 
9.—No. 5. 
10.—No. 6. 
J1.—No. 7. 
{2.—_No. 8. 
13.—O.H. or One Horse. 
14.—O.H. 13 or Wide One 


Horse. 
J 5.—No. 2 J ° 
16.—No. 1 ds 


INDEX. 


Page 17.—No. 17, Steel Head. 


18.—No. 30. 
19.—_No. 30, Short Handles. 


20.—No. 35 ° 


21.—Double Mouldboard or 
Drill Plough. 


22.—The Earl. 

23.—The Duke. 

24.—G. W. 16, Breaker. 

25.—G, W. 16, Combination 
Stubble and Breaker. 

26.—Prairie Queen Breaking 
Plough. 

27 —Brush Breaker. 


28.—Highlander—Turf and 
Stubble. 


ga\, © 


Page 29.—Description of the 


Wilkinson High Lift 
Gang Plough. 


30.—Wilkinson High Lift 
Gang Plough. 


31.—Wilkinson High Lift 
Sulky. 


32.—Rooter Plough. 
33.—Pick Plough. 


34,—Railroad or Contractor’s 
Ploughs. 


35.—Gauge and Furrow 
Wheels. Patent Jaws 
and Clevis. 


36.—Side Hill Plough. 
37. Ditching Plough. 
38.—No. 2 Gang. 
39.—No. 3 Gang. 


Page 40.—No. 5 Gang. 


41,—Nos. 4 and 8 Gangs. 
42.—No. 12 or King Gang. 
43.—Century Sulky. 
44,—Single Sulky.—Naeces- 
sary Instructions for 


the perfect operating 
of these Ploughs. 


45.—Hancock Disc Plough, 
one, two, three and 
four furrow. 


46.—Hancock Disc Plough, 


three-furrow. 
47,—Disc Harrow. 
48.—Disc Harrow, des- 
cription. 


49,—Channel Steel Drag 


arrow. 
50.—Malleable Clip Harrow. 
51.—Land Roller, Standard. 


INDE X—Continued. 
Page 52.—Land Roller, Adjustable. Page 67.—Turnip Drill. 


53.—Packer or Pulverizer. 
54.—Wheel Scrapers, No. 2 


andes. 

55.—Wheel Scrapers, No. 2 
and 3. 

56.—Drag Scraper, No. 1 
and 2. 


57.—Drag Scraper or Ditcher. 
58.—Climax “A” mounted. 
59.—Climax “A” standard. 
60.—Climax “A,” description. 
63,—Climax “ B.” 
62.—Climax “ B,”’ description. 
63.—Cylinder and No. 2 
Straw Cutter. 
64.—Root Pulpers and Slicers. 
65.—Scuffler, A.S. and 


Garden Harrow. 
66.—Scuffler, L. G. 
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68.—Hand Lever Straw 
Cutter. 


69.—Trucks. 


 70.—Wheelbarrows. 


73.— Wheelbarrows. 
72.—W heelbarrows. 
73.—_Lawn and Garden 


Rollers. 
74.—Hose Reel. 
75.—Cement Mixer. 


76.—Stone Boat and Cart. 
77.—Road Planer. 


78.—Beet Puller, and A. S. 
Scuffler Extras. 


79.—W heelbarrows. 
80.—W heelbarrows. 
81.—W heelbarrows. 


’ 82.—_Ensilage and Barrow 


Wheels. 
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